SEE TABLE BELOW FOR HEIGHT AND SPACING
NOTE: PANELS MAY BE CUT TO SUIT
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SPECIFICATIONS PANEL HEIGHT* | PANEL wiDTH || POST SETTING
POSTS: 76mm x 76mm (3" x 3") 14 GAUGE -
POST FLANGES: 203mm x 203mm x 13mm (8" x 8" x 1/27) <914mm 536;
POST CAP:  PYRAMID OR BALL 914mm 36"
RALLS: 38mm x 64mm (1 1/2" x 2 1/2") 16 GAUGE 1219mm (48" 2362mm 24986;”3m
PICKETS: 25mm x 25mm (1" X 1") 16 GAUGE \524mm (607 (937 (9847)
FITTINGS: 12 GAUGE STAMP FORGED, FACTORY FINISHED ;
WELDING: STAINLESS STEEL 1828mm  (72')
COLOURS: AVAILABLE IN STANDARD HIGH GLOSS BLACK; OTHER COLOURS AVAILABLE -
WARRANTY: 5 YEAR MAINTENANCE FREE ON STANDARD POWDER COATING 2134mm  (84")
5 YEAR ADDITIONAL WARRANTY ON E—COAT PROTECTION ON REQUEST 2438mm (96" 1740 1899
o ALL COMPONENTS ARE WADE FROM GALVALUME STEEL TUBING AND COATED ELECTROSTATICALLY [ fo743rm (108" mm o
WITH A THERWALLY BONDED POWDER COATING WITH A MINIMUM FILM THICKNESS OF 2.5 MLS. | | 5,0 (120) (68%") (74%")
o ALL BRACKETS, ALUMINUM POST CAPS AND FINIALS ARE E-COATED BEFORE POWDER COATING. mm \
>3048mm (120"
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